components of the assistant scope ( Figure 1 ) are almost identical to the main scope and consist of either fi xed or inclinable binoculars. These have adjustable eyepieces for users with refractive error and a stereo observation tube that makes it possible to adjust the binoculars to a position comfortable for the assistant surgeon or trainee.
In modern microscopes, the magnification and focus of the assistant scope match those of the main scope and are controlled by the surgeon in charge, using the foot pedal.
The assistant scope has a rotating prism that allows the observer to orient the fi eld of view. For observation or teaching, the field of view of the assistant scope coincides with that of the main scope, used by the surgeon. For example, if the surgeon says 'See the spot at 3 o'clock', the observer must also see it at 3 o'clock. For an assistant surgeon, the field of view of the assistant scope must be oriented to match the assistant's own position. The position of 3 o'clock as seen by the main surgeon would thus be at the 6 o'clock or 12 o'clock position for the assistant, depending on whether she/ he is located to the right or left of the main surgeon.
The beam splitter splits the light path to allow a video camera, digital camera, or an assistant scope to be attached to the microscope. Beam splitters can have one port, or adapter (Figure 2a ), or two ports (Figure 2b) .
Each beam splitter has a specifi c split ratio such as 50:50 or 70:30. The split ratio is marked on the body of the beam splitter.
In the case of a 50:50 beam splitter, the amount of light is split equally between the main binoculars and the attachment(s), which is what is needed when an assistant scope is used.
A 70:30 beam splitter is used for photography and video. In this case, 70% of the light is directed to the main binoculars while the other 30% is directed to the attachment where the camera is connected.
The assistant scope, camera and other attachments connect to the beam splitter by means of a coupler that is made to fi t the port of a particular model of beam splitter (Figure 3 ). EQUIPMENT CARE AND MAINTENANCE Sponsored by the IAPB Standard List: a great platform to source and compare eye health products www.iapb.standardlist.org 
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